Source One N.A. LLC - SONA Filtration

701 Green Valley Road

Suite 100 - 1007

SO NA Greensboro, NC 27408

FILTRATION 888.650.3320

REPLACEMENT FOR PALL HC9600FKS8Z HYDRAULIC FILTER ELEMENT

SPECIFICATIONS:
0.D. 3.09"
I.D. Top 1.72"
I.D. Bottom NA
Length Overall 8.22"

Construction Type Microglass, Single Open End
Efficiency 10 Micron; B9.9 = 200, B12.4 = 1000
Gasket Material Viton

Wire Support Yes

Max Operating 35 pg|p Collapse

Pressure

Max Temp 248 Degress F
Weight Each 2

Carton Qty 1

Condition New

Engineered filtration that provides OEM reliability—an excellent value.

Proudly Made in America with 1SO certified manufacturing, SONA’s direct replacement for the Pall HC9600FKS8Z element offers
trusted performance and engineered quality, all while fitting seamlessly into your existing system.

SKU: H8340-58760

Our filtration products are not suitable for Aviation applications. Registered Trademarks of indicated manufacturers are the property of those
manufacturers and it is not our intent to imply that Source One N.A. is authorized or licensed to manufacture products under such manufacturer’s
name or trademark.

December 10, 2025

Registered
CAGE CODE

B 12G6Y4 &

Defense Logistics
Agency




